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prior to 1970 susceptible to longitudinal 
seam failures as determined through 
paragraph (d) of this section. The tim-
ing of such pressure test may be deter-
mined based on risk classifications dis-
cussed under paragraph (b) of this sec-
tion. For other segments, the program 
may provide for use of a magnetic flux 
leakage or ultrasonic internal inspec-
tion survey as an alternative to pres-
sure testing and, in the case of such 
segments in Risk Classification A, may 
provide for no additional measures 
under this subpart. 

(d) All pre-1970 ERW pipe and 
lapwelded pipe is deemed susceptible to 
longitudinal seam failures unless an 
engineering analysis shows otherwise. 
In conducting an engineering analysis 
an operator must consider the seam-re-
lated leak history of the pipe and pipe 
manufacturing information as avail-
able, which may include the pipe 
steel’s mechanical properties, includ-
ing fracture toughness; the manufac-
turing process and controls related to 
seam properties, including whether the 
ERW process was high-frequency or 
low-frequency, whether the weld seam 
was heat treated, whether the seam 
was inspected, the test pressure and 
duration during mill hydrotest; the 
quality control of the steel-making 
process; and other factors pertinent to 
seam properties and quality. 

(e) Pressure testing done under this 
section must be conducted in accord-
ance with this subpart. Except for seg-
ments in Risk Classification B which 
are not constructed with pre-1970 ERW 
pipe, water must be the test medium. 

(f) An operator electing to follow a 
program under paragraph (a) must de-
velop plans that include the method of 
testing and a schedule for the testing 
by December 7, 1998. The compliance 
deadlines for completion of testing are 
as shown in the table below: 

§ 195.303—TEST DEADLINES 

Pipeline Segment Risk classification Test deadline 

Pre-1970 Pipe sus-
ceptible to longi-
tudinal seam fail-
ures [defined in 
§ 195.303(c) & 
(d)].

C or B ...................
A ...........................

12/7/2000 
12/7/2002 

§ 195.303—TEST DEADLINES—Continued 

Pipeline Segment Risk classification Test deadline 

All Other Pipeline 
Segments.

C ...........................
B ...........................
A ...........................

12/7/2002 
12/7//2004 
Additional testing 

not required 

(g) An operator must review the risk 
classifications for those pipeline seg-
ments which have not yet been tested 
under paragraph (a) of this section or 
otherwise inspected under paragraph 
(c) of this section at intervals not to 
exceed 15 months. If the risk classifica-
tion of an untested or uninspected seg-
ment changes, an operator must take 
appropriate action within two years, or 
establish the maximum operating pres-
sure under § 195.406(a)(5). 

(h) An operator must maintain 
records establishing compliance with 
this section, including records 
verifying the risk classifications, the 
plans and schedule for testing, the con-
duct of the testing, and the review of 
the risk classifications. 

(i) An operator may discontinue a 
program under this section only after 
written notification to the Adminis-
trator and approval, if needed, of a 
schedule for pressure testing. 

[Amdt. 195–65, 63 FR 59480, Nov. 4, 1998] 

§ 195.304 Test pressure. 
The test pressure for each pressure 

test conducted under this subpart must 
be maintained throughout the part of 
the system being tested for at least 4 
continuous hours at a pressure equal to 
125 percent, or more, of the maximum 
operating pressure and, in the case of a 
pipeline that is not visually inspected 
for leakage during the test, for at least 
an additional 4 continuous hours at a 
pressure equal to 110 percent, or more, 
of the maximum operating pressure. 

[Amdt. 195–51, 59 FR 29384, June 7, 1994. Re-
designated by Amdt. 195–65, 63 FR 59480, Nov. 
4, 1998] 

§ 195.305 Testing of components. 
(a) Each pressure test under § 195.302 

must test all pipe and attached fit-
tings, including components, unless 
otherwise permitted by paragraph (b) 
of this section. 

(b) A component, other than pipe, 
that is the only item being replaced or 
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